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Fixture Adapter & Signal Booster

SPECIFICATIONS

Antenna not included in the product package Input Voltage: DC12v

= 1A 2~
Ca— i E Power Supply Source: Min150mA
)

Dimming: Class 2, 0-10V DC 10mA Max

Sinking Current: 10mA Max

Bluetooth Transmit:

TX1:860ft Max, TX5:1640ft Max

SUPPORTS

Lo "!'24 ) Bluetooth’ cmus F@ C€ Radio Frequency:2.4GHz + 75MHz

CFEATURES e

. . . . L Lo Housing Material: UL 94-VO
Keilton FA102-W fixture adapters are designed toincrease the Bluetooth signal in a networked lighting control

system, especially for outdoor applications. They feature an external long-range antenna that extends wireless Indoor/Outdoor Use

coverage for outdoor motion detection linkage. ) i .
-Max. Bluetooth wireless signal range of up to 860 ft @ TX1, 1640ft @ TX5 Operating Temperature: -30°C to 65°C,
-Equipped with relay and single channel 0-10V dimming control 22%F to 149°F

-Compatible with Keilton Eco Sensor products

-Can be used without being connected to aluminaire to increase Bluetooth Storage Temperature: -30°Ct0 85°C,

signal strength and range for entire Keilton network

*Note: All application environments will not necessarily be able achieve max signal range due to factors such as signal obstructions, -22°F t0185°F

interference, and luminaire/housing design. Testingis recommended to ensure performance for the applications. .
glesie ¢ P i IP Rating:IP20

UBIMENSTONS . snennacrees

Unit:inch/mm Color: White

Warranty: 5 years warranty

: [}
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60mm ! Safety: cULus Recognized Component
™ 1/4-36UNS-2A 2imm LED Controller E504054
[ — 122 N AL FCC ID: 2A26YLTKTVT2022
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ﬁ \lg/’i",\j: Antenna Cut Out 0.25"(6.5mm) @
| ' //
e D)
MODEL DESCRIPTION
FA102-W B1 Sensitivity adjustable and no daylight harvesting function
FA102-W C1 Daylight harvestingfunction
> 2.4G-1dbi Antenna

TX5 2.4G-5dbi Antenna




TX1TRANSMISSION

T45-P45

Theta Contour 5
Phi=0(E1)

PhiContour
Theta=90(H)

T45-P225

Wireless Signal Strength

Transmission Distance RSSI(dbm)
164ft(50m) -43
328ft(100m) -45
492ft(150m) -49
656ft(200m) -54
820ft(250m) -57
860ft(262m) -58

Note: The test transmission distance of two FA102-W

Theta Contour
Phi=90(E2)

T0-PO

3.48
2.5
1.52
0.54
-0.44
-1.41
-2.39
-3.37
-4.35
-5.33
-6.31
-1.29
-8.27
-9.256
-10.23
.21
-12.19
-13.17

Coordination System Description:

Line Colr
RedL.
GreenL.
BlueL.

XYz
Axis X
AxisY
Axis Z

Theta-Phi
Theta90-Phio
Theta90-Phi90
Theta0



TX5 TRANSMISSION

T45-P45 T45-P225 T0-PO

Theta Contour
Phi=0(E1)

PhiContour
Theta=90(H)

Theta Contour 5
Phi=90(E2)

5.4

3.89

2.38
Wireless Signal Strength 0.87

— -0.65
Transmission Distance RSSI(dbm) 216

Coordination System Description:
328ft(100m) -37 -3.67

518 LineColr  XYZ Theta-Phi
656ft(200m) 47 -6.69 RedL.  AxisX Theta90-Phio
984ft(300m) 48

8.21 GreenL. AxisY Theta90-Phi90
1312ft(400m) -59 -1.23

972 BlueL.  AxisZ Theta0
1274
1640ft(500m) -60 -14.26

15.77
-17.28
-18.79
Note: The test transmission distance of two FA102-W -20.31




Keilton.

Network

FA102-W B1
L
out
AC120-277V LED Driver TOLED
N LOAD
e
Dim+
GND 12V+
o
FAT02-W
BEC(2iaWe) MWST0SE V1.0
WHT ‘ WHT ‘ WHT ‘ WHT (Work with Fa10281)
GND | sEL SEN | v+
FA102-W C1
L
out
AC120-277V LED Driver TOLED
N LOAD
e
Dim+
GND 12Vs
o
FAT02-W
Gm:@:’_ 2inch US standard knockout
IFS105EV2.0 IFS105HEV2.0 AMERICAN INCH PRODUCTS
IE' Size T.PI Major Dia.
FFC(24AWG) inch inch
WHT [ WHT WHT WHT R1/2 14 0.825
GND | PHO PR | 1ov+

. o it | et war | vt
Keilton. rato2-ws1 Keilton o v
o KA FA102-WC1 [oro [pro [ Pk [ rave |

Fixture Adapter Q RESET Fixture Adapter Q RESET
Input:Class 2, CV,12VDC,45mA,0.5W, Input:Class 2, CV,12VDC,45mA,0.5W,
Output:Class 2,10VDC,10mA max.0.1W. - Output:Class 2,10VDC,10mA max.0.1W .
Input Type Class 2 Input Type Class 2
Output Type Class 2 T¢:70°C c/\us Output Type Class 2 T¢:70°C c us
Output Load Type Specific load- 0-10V interface ~ E504054 Output Load Type Specific load-0-10V interface ~ E904054
Damp locations LED Controller i g Damp locations LED Controller
LONG RANGE ANTENNA Install GI.II;JE LONG RANGE ANTENNA
FE ©Bluetooth X €& C€ FE ©Bluetooth X (G

: [Ceine Tore [ pur T ver | : [Pine_Joro [ Pur [ ver |
FCC ID:2A26YLTKTVT2022 ore ] o T e FCC ID:2A26YLTKTVT2022

FA102-WB1 FA102-W C1

The Bluetooth word mark and logos are regi: i trad k dbyBI hSIG, Inc. and any use of such marks by Litetraceis under license. Other trad ks and trad arethose of their respective owners.
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Download on the

App Store

GETITON

® Google Play




	页 1
	页 2
	页 3
	页 4

	Text1: 08/24/2023
	2: 230320 0x59-23
	3: 10.01598/10.01597
	4: C
	5: 1.0


